2 Way-0° Power Splitter/Combiner ZN2PD2-63A+

Typical Performance Curves

Total Loss Isolation
5.0 50
48 Total Loss S-1 45
4.6 40
— e e TOtal LOSS S-2
o 44 ~ 35
o )
0 42 Z 30
-~ S
S 40 S 25
= R}
5 38 = / S 20
2 - @2
3.6 - e S— 15
3.4 \ / - 10
3.2 /1 5
3.0 0
200 700 1200 1700 2200 2700 3200 3700 4200 4700 5200 5700 6200 200 700 1200 1700 2200 2700 3200 3700 4200 4700 5200 5700 6200
Frequency (MHz) Frequency (MHz)
Amplitude Unbalance Phase Unbalance
0.16 1.6
0.14 1.4
D o012 S 12
~ L
3 )
0.10 1.0
g
[ c
2 008 s 0.8
?) =
o 006 S5 06
3 [
= [%2]
o 004 g 0.4
B £
0.02 0.2
0.00 A N 0.0
200 700 1200 1700 2200 2700 3200 3700 4200 4700 5200 5700 6200 200 700 1200 1700 2200 2700 3200 3700 4200 4700 5200 5700 6200
Frequency (MHz) Frequency (MHz)
VSWR
2.0
1.9
18 VSWR S
17 — e \/S\\/R 1
= 16
g 15
2 14 -
12 VV "/\ \\\:I
11
1.0

200 700 1200 1700 2200 2700 3200 3700 4200 4700 5200 5700 6200

Frequency (MHz)

m MII’II-CII‘CUItS minicircuits.com- REV. OR
IS0 9001 ISO 14001 AS 9100 CERTIFIED ﬁ :

P.O. Box 350166, Brooklyn. New York 11235-0003 (718) 834-4500 « Fax (718) 332-4661 For detailed performance specs & shopping online see Mini-Circuits web site ZN2PD2-63A+
Mheza The Design Engineers Search Engine Provides ACTUAL Data Instantly From MINI-CIRCUITS At: www.minicircuits.com 3/2/2018
——

IF/RF MICROWAVE COMPONENTS Page 1 of 1



