Voltage Controlled Oscillator

POS-75P+

Typical Performance Data

Frequency and Tuning Sensitivity

Power Output

48 6.0 10.0
46 1 “TFREQ. @ -55°C =% |55 9.5
FREQ. @ +25°C P e o ey ey ey ——
44 4 = = = FREQ. @ +85°C % - 50 9.0 4 y
- —" SENS @ +25°C F 2 2 B A
§ 42 =% 458 E 8s; V4
240 = 40‘% c 8.0
4 & ! 5 804
é { %‘ z /’
@ 384 35 & T 751 ”
> 2 5 / Vi
@ 36 4 30 P g 70/
(TR >
2 o ’
34 4 v 252 6.5 4
(4 | 4
2477 2.0 604
(4
30 4 15 5.5 4
28 r r r r v v v r v 1.0 5.0 v v r r r v v T T
00 05 10 15 20 25 30 35 40 45 50 00 05 10 15 20 25 30 35 40 45 50
Tuning Voltage (V) Tuning Voltage (V)
Harmonics Level Frequency Pushing
0 0.30
10 0.25 4 e pyshing @ +25°C
-20 4 0.20 4
e e | | — — — — —
5 304 S 0151
g | N ¥
;;—40-_____----""“" S 0.104
£ >
& 504 £ 0.05
£ G
S 604 & 0.004
-70 4 -0.05 -
— m——F) @ +25°C
-80 1 F3 @ +25°C -0.10 4
904 = = m 4@ +25°C 0154
-100 v v r r r v v v T -0.20 v v r r r v v T T
00 05 10 15 20 25 30 35 40 45 50 00 05 10 15 20 25 30 35 40 45 50
Tuning Voltage (V) Tuning Voltage (V)
Phase Noise
-70
804 e Phase Noise @ +25°C
-90 4
~
< 100 4
(3}
[0}
110
(]
2
S -120 4
4
2
@ -130 4
<
& 140
-150 4
-160 1
-170 v T
1 10 100 1000
Frequency Offset (kHz)
REV. X1
POS-75P+
Il H H ® 080709
4 Mini-Circuits
Page1of 1
IF/RF MICROWAVE COMPONENTS e [SO 9001 ISO 14001 AS 9100 CERTIFIED (Y RoHS compliant
&‘,’Dé P.O. Box 350166, Brooklyn, New York | 1235-0003 (718) 934-4500 Fax (7 18) 332-466 | minicircuits.com -

‘Patent Pending

The Design Engineers Search Engine finds the model you need, Instantly « For detailed petrformance specs & shopping online see

Ly



