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Typical Performance Curves

Isolation

100 200 300 400 500 600 700 800 900 1000 1100 1200 1300 1400 1500

Frequency (MHz)

Phase Unbalance

0 100 200 300 400 500 600 700 800 900 1000 1100 1200 1300 1400 1500

Frequency (MHz)

Total Loss
2.0 0
251 Total Loss S-1 54
3.01 e m==Total LoSS S-2 101
ERER B e S ~ 154
g e @ 1
@ 40 = — S
g * ~ = 20
3 451 ~N '% 25 4
= ©
5 501 N S 304
5.5 \ 35 4
6.0 4 40 4
6.5 1 45 4
7.0 —r——— 50
0 100 200 300 400 500 600 700 800 900 1000 1100 1200 1300 1400 1500 0
Frequency (MHz)
Amplitude Unbalance
2.0
1.8
o 16
L7
Si4
o L
2
512
810
5
2 08
@
Soe6
o
0.4
0.2
0.0 —
Frequency (MHz)
VSWR
5.0
454 VSWR S
4.0 — m—\/SWR 1
= = = \SWR2
3.5 1
x 3.09
% 2.5
>
2.0
1.54 -J
1.0 b e —— — — S —— — Tl
0.5 4
0.0 +——————-- - -+-"r

0 100 200 300 400 500 600 700 800 900 1000 1100 1200 1300 1400 1500

Frequency (MHz)

JMini-Circuits’

IFRF MICROWAVE COMPOMNENTS = (50 830071 50 74007 ASSTOD =l v g iy
PO Box 230166, Brookdm, Mew York 11225-0003 (V18] 924-4500 Fax {T18)
Design Engineors Search Engfne finds the rmodel pou need, Insfantly = For detesed perfomance specs & shopping onlkne see L

22-208

REV. X2
ADP-ED10239/1
100707
Page1of 1

miricicuiits.com -



