Ceramic Bandpass Filter

BPGE-252R+

Typical Performance Curves

Insertion Loss (Full Band)
100

2.0

Insertion Loss (Pass Band)

Insertion Loss (dB)
Insertion Loss (dB)

N

1.8 1

1.4 1

1.2 1

1.0 1

0.6

3500 4000 4500 5000 5500

Frequency (MHz)

1000 1500 2000 2500 3000 6000

INPUT VSWR (Full Band)
10000

2400

18

2440 2450 2460 2470 2480 2490

Frequency (MHz)

2410 2420 2430 2500

INPUT VSWR (Pass Band)

VSWR (:1)
VSWR (:1)

1000 A
100 1
10 A

1.7 1

1.6 4

1.5 4

1.4 1

1.3 1

1.2 1

1.1 1

1000 1500 2000 2500 3000 3500 4000 4500 5000 5500 6000
Frequency (MHz)

OUTPUT VSWR (Full Band)
10000

1.0
2400

2450 2460 2470 2480 2490

Frequency (MHz)

2410 2420 2430 2440 2500

OUTPUT VSWR (Pass Band)

VSWR (:1)
VSWR (:1)

1000 A
100 1
10 A

1.8

1.6 4

1.4 1

1.2 1

1.0

3000 3500 4000 4500 5000 5500

Frequency (MHz)

1000 1500 2000 2500 6000

[ Mini-Circuits’

ISO 9001 ISO 14001 AS 9100 CERTIFIED

2400

2450 2460 2470 2480 2490

Frequency (MHz)

2410 2420 2430 2440 2500

miniciﬂuits.cqm
REV. OR

P.O. Box 350166, Brooklyn, New York 11235-0003 (718) 934-4500 » Fax (718) 332-4661 For detailed performance specs & shopping online sea Mini-Circuits web site  gpcE_250R+

Mhe_ia The Design Engineers Search Engine Provides ACTUAL Data Instantly From MINI-CIRCUITS At: www.minicircuits.com
————

IF/RF MICROWAVE COMPONENTS :

5/31/2019
Page 1 of 1



