Directional Coupler DCW-30-272+
Typical Performance Curves

Insertion Loss Coupling
0.30 45
0.25 1 40
g 0.20 1 m
9 % 35
o
3 0.5 £ \
o =]
S 3 3 N
< o
2 0.10 1 S~ —
25
0.05 1
0.00 T T T T T T T T T T 20
250 500 750 1000 1250 1500 1750 2000 2250 2500 2750 3000 250 500 750 1000 1250 1500 1750 2000 2250 2500 2750 3000
Frequency (MHz) Frequency (MHz)
Directivity Return Loss
25 50
—— 45 . L
20 1 40 1 N e
L \ —~ 35 A
s - g N\
T 15 o 301 -
a -
2 S 5 Return Loss IN .
= ] L
8 c e e Return Loss OUT ~
2 10 2 201 = = === Return Loss CPL
a [
e € g5 P
SO
5 4 10 4 So
g - -
5 4 ~--.----._._-._-----
0 0 -
250 500 750 1000 1250 1500 1750 2000 2250 2500 2750 3000 250 500 750 1000 1250 1500 1750 2000 2250 2500 2750 3000
Frequency (MHz) Frequency (MHz)

ISO 9001 ISO 14001 AS 9100 CERTIFIED REV. A
P.O. Box 350166, Brooklyn, New York 11235-0003 (718) 934-4500 « Fax (718) 332-4661 For detailed performance specs & shopping online sae Mini-Circuits web site DCW-30-272+
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