2 Way-0° Power Splitter/Combiner GP2-ED13012A/3

Typical Performance Curves

Total Loss Isolation
6.0 50
57 Total Loss S-1 45
5.4 = ==Total LOSS S-2 40 |
5.1 35
& / =
T 4.8 2 30 -
> =
& as ‘ / 5 251
= kS
g 42 \ / 3 20
391 e 15 -
\ — — — -
i S i
3.6 -_— e 10
3.3 - 5
3.0 : : : : : : : : : 0 : : : : : : : : :
2560 3315 4070 4825 5580 6335 7090 7845 8600 9355 10110 2560 3315 4070 4825 5580 6335 7090 7845 8600 9355 10110
Frequency (MHz) Frequency (MHz)
Amplitude Unbalance Phase Unbalance
1.98 15.0
1.78 135
1.58 12.0
o _~
S 138 2 10.5 -
2 a
E 1.18 g 9.0
8 g
€ 098 T 751
=] o
o [=3
S 078 S 6.0
= 2
2 0581 S 45
< [N
0.38 3.0 -
0.18 1.5 -
S —
-0.02 : : ——— : - : : : 0.0 " " " : : : : : :
2560 3315 4070 4825 5580 6335 7090 7845 8600 9355 10110 2560 3315 4070 4825 5580 6335 7090 7845 8600 9355 10110
Frequency (MHz) Frequency (MHz)
VSWR
3.0
. VSWR S
: —— =\/S\\/R 1
2.6 = = = VSWR2
2.4
= 2.2
@ 4
g 20
[
> 1.8 ~N
1.6 -
PR
14 P AN
2 N
12 N\ 52 g, /
e E o’ - ~ ’
10 ]m Il D L. ‘

2560 3315 4070 4825 5580 6335 7090 7845 8600 9355 10110
Frequency (MHz)

merfn, i- c1I rcu |Es S co- REV. X2
S0 9007 ISO 14001 AS 9100 C GP2-ED13012A/3

PO, Box 350186, Brooklyn, New York 11235-0003 (718) 834-4500 « Fax (718) 332-4661 For detailed performance specs & shopping online see Mini-Circuits web site
Ahe_ra The Design Engineers Search Engine Provides ACTUAL Data Instantly From MINI-CIRCUITS At www.minicircuits.com 8/25/2010
pel

IF/IRF MICROWAVE COMPONENTS Page 1 of 1



