Ceramic Bandpass Filter

HFCQ-2902+

Typical Performance Curves

1o Insertion Loss (Full Band) Insertion Loss (Pass Band)
2.0
100 1.8
90 1.6
80 { 1.4
o 70 o
joA T 12
13 60 123
8 810
g 0 5
2 2 08
§ 0 5
12} 17} =
2 5 206
20 0.4
10 0.2
0 0.0
0 5000 10000 15000 20000 25000 30000 35000 40000 29000 31000 33000 35000 37000 39000
Frequency (MHz) Frequency (MHz)
RETURN LOSS (Full Band) RETURN LOSS (Pass Band)
60 50
50
40
. 40
g g
123 123
§ 30 § 30
E f=4
2 5
g2 &
20
10
0 10
0 5000 10000 15000 20000 25000 30000 35000 40000 29000 31000 33000 35000 37000 39000
Frequency (MHz) Frequency (MHz)
m MII‘II-CII'CIIItS minicircuits.com REV. OR
IS0 9001 ISO 14001 AS 9100 CERTIFIED HFCQ-2902+
P.O. Box 350166, Brooklyn, New York 11235-0003 (718) 934-4500 » Fax (718) 332-4661 For detailed perfcrmance specs & shopping onling sea Mini-Circuits web sita 3/23/2022

,’3} The Design Engineers Search Engine Frovides ACTUAL Data Instantly From MINI-CIRCUITS AL wwwminicircuits.com

—

IF/RF MICROWAVE COMPONENTS

Page 1 of 1



