2 Way-0° Power Splitter/Combiner

JPS-ED4633A/2

Typical Performance Curves

Total Loss Isolation
5.0 40
4.8 4 Total Loss S-1 37 4
264 === ==Total Loss S-2 34
o 4.4 314
=3 @
8427 T 28
<
S 40 S 254
K] k)
O 3.8 4 O 224
238 — 3
3.6 4 - 19
—
—
3.4 4 — 16 4
= ——
3.2 4 13 4
3.0 T T T T T T T T 10 T T T T T T T T
100 200 300 400 500 600 700 800 900 1000 100 200 300 400 500 600 700 800 900 1000
Frequency (MHz) Frequency (MHz)
Amplitude Unbalance Phase Unbalance
0.50 4.0
0.45 4 3.6 4
o 0.40 4 ~ 321
kA =
o 0.35 L 2.8
3 k)
=1 Q
< 0.30 4 O 2.4
© c
g1 <
5 0251 T 20
o [=3
S 0.20 4 D 164
= 2
s 0.15 4 % 1.2 4
< 0.104 0.8 1
0.05 4 0.4 4
0.00 v v v v v v r r 0.0 v v v v v v v v
100 200 300 400 500 600 700 800 900 1000 100 200 300 400 500 600 700 800 900 1000
Frequency (MHz) Frequency (MHz)
VSWR
2.0
VSWR S
1.9 4
1.8 4 = = = \yYSWR?2
1.7 4
3 1.6 4
14
=154
7]
> 144
T <
1.3 4 ...- 1 R - om om - = l
1.2 4 — -
8 — [
\ - »
1.1 ~ »
1.0 v v v v v v v v
100 200 300 400 500 600 700 800 900 1000
Frequency (MHz)
- - - - &
m MII‘II-CII‘CUItS minicirguits.com- REV. X2
ISO 9001 ISO 14001 AS 9100 CERTIFIED IPS ED463?;A/2
PO, Box 350186, Brooklyn, New York 11235-0003 (718) 834-4500 « Fax (718) 332-4661 For detailed performance specs & shopping online see Mini-Circuits web site 3
M=ya The Design Engineers Search Engine Provides ACTUAL Data Instantly From MINI-CIRCUITS At: www.minicircuits.com 8/27/2010
.
IF/RF MICROWAVE COMPONENTS Page 1 of 1



