
USB/ETHERNET RF SP6T SWITCH MATRIX RC-1SP6T-40

Typical Performance Data 

0.00

0.10

0.20

0.30

0.40

0.50

0.60

0.70

0.80

0.90

0 5000 10000 15000 20000 25000 30000 35000 40000

In
s
e

rt
io

n
 L

o
s
s
  
(d

B
)

Frequency (MHz)

Insertion Loss

IN-J1

IN-J2

IN-J3

IN-J4

IN-J5

IN-J6

1.00

1.05

1.10

1.15

1.20

1.25

1.30

1.35

1.40

1.45

1.50

1.55

1.60

0 5000 10000 15000 20000 25000 30000 35000 40000

V
S

W
R

 (
:1

)

Frequency (MHz)

VSWR (Internal Termination)

J1

J2

J3

J4

J5

J6

1.0

1.1

1.2

1.3

1.4

1.5

1.6

1.7

1.8

1.9

2.0

0 5000 10000 15000 20000 25000 30000 35000 40000

V
S

W
R

 (
:1

)

Frequency (MHz)

VSWR (Active Ports)

J1

J2

J3

J4

J5

J6

IN

0

20

40

60

80

100

120

140

0 5000 10000 15000 20000 25000 30000 35000 40000

Is
o

la
ti
o

n
 (

d
B

)

Frequency (MHz)

Isolation (Inactive Paths)

IN-J1 (J2 Active)

IN-J2 (J3 Active)

IN-J3 (J4 Active)

IN-J4 (J5 Active)

IN-J5 (J6 Active)

IN-J6 (J1 Active)

REV. OR

RC-1SP6T-40

11/15/2019

Page 1 of 1


