
Voltage Controlled Oscillator                                    ROS-ED7473/5

V TUNE FREQ. FREQ PHASE
TUNE SENS PUSH OFFSET NOISE 

(MHz/V) (MHz/V) (KHz) (dBc/Hz)
-55ºC +25ºC +85ºC -55ºC +25ºC +85ºC F2 F3 F4

1.0 192.60 1558.3 1517.6 1492.7 8.07 7.24 6.25 -13.8 -28.9 -32.9 0.28 1 -63
2.0 159.80 1707.7 1677.4 1658.4 7.60 7.15 6.41 -18.5 -23.7 -37.7 0.83 10 -90
3.0 146.00 1849.9 1823.4 1807.6 7.54 7.00 6.29 -15.8 -24.9 -43.0 1.44 100 -113
4.0 128.10 1976.7 1951.5 1935.7 7.49 6.86 6.06 -15.5 -25.7 -48.0 1.98 1000 -133
5.0 107.90 2084.1 2059.4 2043.0 7.38 6.63 5.79 -16.5 -28.5 -39.0 1.99
6.0 88.60 2172.8 2148.0 2130.7 7.25 6.32 5.45 -17.2 -31.1 -35.6 1.58
7.0 71.40 2243.9 2219.4 2201.8 7.00 6.06 5.20 -17.9 -33.8 -37.4 1.19
8.0 58.10 2302.0 2277.5 2258.8 6.76 5.76 4.84 -23.0 -33.8 -35.8 0.53
9.0 46.40 2348.6 2323.8 2305.4 6.55 5.53 4.56 -18.1 -34.1 -35.5 0.29

10.0 39.00 2388.5 2362.8 2343.5 6.19 5.25 4.30 -18.5 -35.1 -36.4 0.12
11.0 33.20 2420.8 2396.0 2376.7 6.05 5.00 3.94 -18.4 -37.2 -37.1 0.09

Typical Performance Data     

FREQUENCY POWER OUTPUT HARMONICS (dBc)
(MHz) (dBm)

REV. X1
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