
2 Way-0° Power Splitter/Combiner
Typical Performance Curves

SCPA-ED13008/1

Total Loss  

3.0

3.2

3.4

3.6

3.8

4.0

4.2

4.4

4.6

4.8

5.0

0 50 100 150 200 250 300 350 400 450 500 550 600

 Frequency (MHz)

T
ot

al
 L

os
s 

(d
B

)

Total Loss S-1

Total Loss S-2

Amplitude Unbalance

-0.02

-0.01

0.00

0.01

0.02

0.03

0.04

0.05

0.06

0.07

0.08

0.09

0.10

0 50 100 150 200 250 300 350 400 450 500 550 600

 Frequency (MHz)

A
m

pl
itu

de
 U

nb
al

an
ce

 (
dB

)

Isolation  

15

17

19

21

23

25

27

29

31

33

35

0 50 100 150 200 250 300 350 400 450 500 550 600

 Frequency (MHz)

Is
ol

at
io

n 
(d

B
)

Phase Unbalance

0.00

0.02

0.04

0.06

0.08

0.10

0.12

0.14

0.16

0.18

0.20

0 50 100 150 200 250 300 350 400 450 500 550 600

 Frequency (MHz)

P
ha

se
 U

nb
al

an
ce

 (
de

g.
)

 VSWR

1.0

1.2

1.4

1.6

1.8

2.0

2.2

2.4

2.6

0 50 100 150 200 250 300 350 400 450 500 550 600

 Frequency (MHz)

V
S

W
R

 (
:1

)

VSWR S

VSWR 1

VSWR 2

REV. X2
SCPA-ED13008/1

9/13/2010
Page 1 of 1


