2 Way-180° Power Splitter/Combiner SYPJ-ED14299
Typical Performance Curves

Total Loss Isolation
5.0 30
4.8 1 28
e—Total Loss S-1
461 m—— ===Tota| LOSS S-2 26
4.4 24
8 42 @ 2
g H
g a0 % 20 | \
g 3.8 1 / E 18 1
3.6 1 — - 16 1
— e o ——
3.4 4 14
3.2 1 12 1
3.0 T T T T T T T T T T T 10 T T T T T T T T T T T
0 50 100 150 200 250 300 350 400 450 500 550 600 0 50 100 150 200 250 300 350 400 450 500 550 600
Frequency (MHz) Frequency (MHz)
Amplitude Unbalance Phase Unbalance
1.0 185
0.9 184
0.8 1 183
[s1] ~
2 07 3 182 -
g e
5 0.6 8 181
8 g
c 0.5 < 180
H £
€ 04 - S 179 1
= 2
_g 0.3 1 g 178
<
0.2 1 177
0.1 1 176
0.0 T T T T T T T T T T T 175 T T T T T T T T T T T
0 50 100 150 200 250 300 350 400 450 500 550 600 0 50 100 150 200 250 300 350 400 450 500 550 600
Frequency (MHz) Frequency (MHz)
VSWR
2.0
19 ] VSWR S
m— m=\/SWR 1
1.8 = = = VYSWR2
1.7 A
=
@
=
3
>

0 50 100 150 200 250 300 350 400 450 500 550 600
Frequency (MHz)

- - - - ®
m MII'II-CII'ClIItS minicirguits.com- REV. X1
IS0 9001 SO 14001 AS 9100 CERTIFIED E\Ef 3
FP.O. Box 350166, Brooklyn, Mew York 11235-0003 (718) 934-4500 = Fax (718) 332-4661 For detailed parformanca specs & shopping onling saa Mini-Circuits wab sita SYPJ-ED14299
Mhezys The Design Engineers Search Engine Provides ACTUAL Data Instanty From MINI-CIRCUITS At: www.minicircuits.com 3/28/2011
=

IF/RF MICROWAVE COMPONENTS Page 1 of 1



