
RF Transformer TRS278-122-75+

Typical Performance Data

0.0

0.2

0.4

0.6

0.8

1.0

1.2

1.4

1.6

1.8

2.0

0 200 400 600 800 1000 1200 1400

A
v
e

ra
g
e

 I
n
s
e

rt
io

n
 L

o
s
s
 (

d
B

)

Frequency (MHz)

Average Insertion Loss 

0

5

10

15

20

25

30

35

40

45

50

0 200 400 600 800 1000 1200 1400

In
p
u
t 

R
e
tu

rn
 L

o
s
s
 (

d
B

)

Frequency (MHz)

Input Return Loss

0.00

0.02

0.04

0.06

0.08

0.10

0.12

0.14

0.16

0.18

0.20

0 200 400 600 800 1000 1200 1400

A
m

p
lit

u
d

e
 U

n
b
a

la
n
c
e

 (
d

B
)

Frequency (MHz)

Amplitude Unbalance

0.0

0.2

0.4

0.6

0.8

1.0

1.2

1.4

1.6

1.8

2.0

0 200 400 600 800 1000 1200 1400

P
h
a
s
e
 U

n
b
a
la

n
c
e
 (

d
e
g
)

Frequency (MHz)

Phase Unbalance

REV. OR

TRS278-122-75+

1/4/2022

Page 1 of 1


