Coaxial Thin-Film Bandpass Filter ZABF-K10R125G+

Typical Performance Curves

INSERTION LOSS
INPUT POWER = 0 dBm

20

30

40

50

60

INSERTION LOSS (dB)

70

80

90

0 4600 9200 13800 18400 23000
FREQUENCY (MHz)

INPUT RETURN LOSS
INPUT POWER = 0 dBm

INPUT RETURN LOSS (dB)
&

20
25
30
8000 9000 10000 11000 12000
FREQUENCY (MHz)
OUTPUT RETURN LOSS
0 INPUT POWER = 0 dBm
5
g 10
[}
& 15
-
g
T 20
i
© 25
=
2
E 30
2
o
35
40
8000 9000 10000 11000 12000
FREQUENCY (MHz)
GROUP DELAY
20 INPUT POWER = 0 dBm
1.6
E 12
~ .
o
=)
2 o8
I¢]
4
9]
0.4
0.0
8000 9000 10000 11000 12000
FREQUENCY (MHz)
m MII‘II-CII’CU Its minicirguits.com- REV.OR
IS0 9001 I1SO 14001 AS 9700 CERTIFIED 5 ZABF-K10R125G+

P.O. Box 350166, Brooklyn, Mew York 11235-0003 (718) 834-4500 » Fax (718) 332-4661 For detailed performance specs & shopping online see Mini-Circuits web site
Mhaz The Design Engineers Search Engine Provides ACTUAL Data Instantly From MINI-CIRCUITS At: www.minicircuits.com 260623
——

IFIRF MICROWAVE COMPONENTS Page 1 of 1



	GRAPHS1

