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Typical Performance Curves

Total Loss Isolation
12.0 80 -
Total Loss S-1 ~ === Tota| | oss S-2 Isolation 1-2
11.5 4 = = = Towl Loss 5.3 = Total Loss S-4 70 4 mm—— =m=m|solation 1-8
110 otal Loss S- otal Loss >- = = = |golation 2-4
& Total Loss S-6 Total Loss S-8 60 m— = |solation 6-8 .
S 1051 8
8 F "\
= 1001 =
kel - 3 40 _J., e,
S 05 R r——— e » e e e e e w2 —_ N~ T~
90 30 L —__ ’—' My, —
e oy —
8.5 1 20 1
8.0 v v v v v v v 10 v v v v v v T
650 700 750 800 850 900 950 1000 1050 650 700 750 800 850 900 950 1000 1050
Frequency (MHz) Frequency (MHz)
Amplitude Unbalance Phase Unbalance
0.50 2.0
0.45 4 1.8 4
o -
S 0.40 2161
o [}
© 0354 T 1.4 4
S ©
= 0.30 2 1.2
g1 <
5 0.251 101
[} [=3
5 0.20 4 a 0.8 4
3 0.15 8 06
K=
< 0.10 4 & 54
0.05 4 0.2 4
0.00 T T v v v v T 0.0 T T v v v T T
650 700 750 800 850 900 950 1000 1050 650 700 750 800 850 900 950 1000 1050
Frequency (MHz) Frequency (MHz)
VSWR
2.0
194 VSWR S
1.8 4 m— ==\/SWR 1
1.7 4 = = = VSWRS
=
1.6 4
14
= 1.5
7]
> 144
1.3
1.2 4
11 o g g - - - -
o e L L Tt e T
650 700 750 800 850 900 950 1000 1050
Frequency (MHz)
[ Mini-Circuits om-
- t —_ .
IS0 Qo!nr!slo 1400‘!IAS afolo. '“Imﬂsnm mmmlza;t-c - REV. X2
. - ) ) M . ZB8PD-ED10587/1
P.O. Box 350166, Brooklyn, New York 11235-0003 (718) 834-4500 « Fax (718) 332-4661 For detailed perfiormance spacs & shopping online see Mini-Circuits wab site
Mhezs The Design Engineers Search Engine Provides ACTUAL Data Instantly From MINI-GIRCUITS Ar: www.minicircuits.com 9/17/2010
et

IF/RF MICROWAVE COMPONENTS

Page 1 of 1



