16 Way-0° Power Splitter/Combiner

ZC16SC-ED11003/1

Typical Performance Curves

Total Loss Isolation
155 70
Isolation 1-2
15.0 4 60 = = |50lation 3-4
S 1454 [
~ =)
@ =
4 5 \
— 14.0 4 = 40
3 g
= 13.5 4 = 30 \
~
e m— —
13.0 4 20 ™ ey w—
125 T T T v v v v T v 10 + v v v v v v v v v
0 90 180 270 360 450 540 630 720 810 900 0 90 180 270 360 450 540 630 720 810 900
Frequency (MHz) Frequency (MHz)
Amplitude Unbalance Phase Unbalance
2.0 20.0
1.8 4 18.0 4
o 164 S 16.0 4
o @
o 141 kA 14.0 4
2 3
c 124 S 12,04
S K}
g 1.0 4 g 10.0 4
© 081 2 504
E 2
% 0.6 4 / g o
£ 4 k
£ 0.4 4.0 4
0.2 4 2.0 4
0.0 T T v v v v v T T 0.0 T T T v v v v T T
0 90 180 270 360 450 540 630 720 810 900 0 90 180 270 360 450 540 630 720 810 900
Frequency (MHz) Frequency (MHz)
VSWR
3.0
2.8 4 VSWR S
2.6 4 m— ==\/SWR 1
2.4 4
222
14
= 2,04
7]
> 1.8
1.6 4
1.4 \
— —
1.2 4 M e o g —— -
1.0 v v v v v v v v v
0 90 180 270 360 450 540 630 720 810 900
Frequency (MHz)
- - - - &
m MII‘II-CII‘CUItS minici@liﬁ.com-- REV. X2
ISO 9001 SO 14001 AS 9100 CERTIFIED
. - ) ) M . ZC16SC-ED11003/1
P.O. Box 350166, Brooklyn, New York 11235-0003 (718) 834-4500 « Fax (718) 332-4661 For detailed perfiormance spacs & shopping online see Mini-Circuits wab site
Mhe2 The Design Engineers Search Engine Provides ACTUAL Data Instantly From MINI-CIRGUITS At: www.minicircuits.com 9/17/2010
et
IF/RF MICROWAVE COMPONENTS Page 1 of 1



