2 Way-0° Power Splitter/Combiner ZFSC-2-2+

Typical Performance Curves

Total Loss Isolation
4.0 60
3.9 Total Loss S-1 55 |
= ===Total Loss S-2
3.8 50
3.7 45
. o
S 36 @ 40
" ~ / v z
g 35 S 35
2 - < z
g 34 — & 30
S ~ o
33 N P / 25
32 ~ 20 -
A~
3.1 15 A
3.0 10 T T T T T T T T T
0 100 200 300 400 500 600 700 800 900 1000 0 100 200 300 400 500 600 700 800 900 1000
Frequency (MHz) Frequency (MHz)
Amplitude Unbalance Phase Unbalance
0.20 1.00
0.18 0.90
0.16 0.80
g 3
) i 0.70
= 0.14 é n
§ 0.12 A qé 0.60 1
© ]
£ 0.10 s 0501
B c
2 0.8 | 2 0.40 1
2 1)
3 S 0.30 1
g 0.06 - £
0.04 0.20 1 U
0.02 - 0.10 A
0.00 | 0.00 - : : : ‘ : : : : :
o 100 200 300 400 500 600 700 800 900 1000 0 100 200 300 400 500 600 700 800 900 1000
Frequency (MHz) Frequency (MHz)
VSWR
1.50
145 VSWR S
1401 | = = = yswRr2
1.35
= 1.30 -
= - - = - -
14 J -=
% 1.25 ==  ——
> 1.20 et~
S
1.15 |m—n - "
h
1.10
1.05
1.00 T T T T T T T T T

0 100 200 300 400 500 600 700 800 900 1000
Frequency (MHz)

- - - - ®
[ Mini-Circuits il cits oo
SO 9001 SO 14001 AS 9700 CERTIFIED E REV. X2

F.O. Box 350166, Brooklyn, Mew York 11235-0003 (718) 834-4500 « Fax (718) 332-4661 For detailed periormance specs & shopping onling sae Mini-Circuits web site ZFSC-2-2+
Mhes The Design Engineers Search Engine Provides ACTUAL Data Instantly From MINI-CIRCUITS Al www.minicircuifs.com 8/9/2010
=l

IF/RF MICROWAVE COMPONENTS Page 1 of 1



