High Power Amplifier ZHL-50W-63+

Typical Performance Curves

Gain Directivity
70 60
68 55
66 Gain @ 40V 50 Directivity @ 40V
64 ~ 45
g
o 62 ‘S 40
S =
% 60 £ 35
o o
58 5 30
56 25
54 20
52 15
50 10
500 1000 1500 2000 2500 3000 3500 4000 4500 5000 5500 6000 500 1000 1500 2000 2500 3000 3500 4000 4500 5000 5500 6000
Frequency (MHz) Frequency (MHz)
VSWR @ 40V Noise Figure @ 40V
2.0 15
1.9 -3
VSWR IN 14
18 I
17 —— = = VSWR OUT 5 13
fer) =2
2 16 o
> 5 12
f=2
15 ic
% — / T
> 14 \ A \ 2 1
' ~— 2
13 / / / - 10
12 \ \
/ ;
11
AV AR ¥
1.0 8
500 1000 1500 2000 2500 3000 3500 4000 4500 5000 5500 6000 500 1000 1500 2000 2500 3000 3500 4000 4500 5000 5500 6000
Frequency (MHz) Frequency (MHz)
Pout @ 40V Ouput IP3 @ 40V
60 65
63
55
61
50 T 59
g
- E 57
el :
) \ —— = = — 55
= / — — 5
3 a0 N s g
a 5 53
(e)
35 ] 51
e e Pout at 1dB Compression
49
30 Pout at Saturation
47
25 45
500 1000 1500 2000 2500 3000 3500 4000 4500 5000 5500 6000 500 1000 1500 2000 2500 3000 3500 4000 4500 5000 5500 6000
Frequency (MHz) Frequency (MHz)

ISO 9001 ISO 14001 AS 9100 CERTIFIED

P.O. Box 350166, Brooklyn, New York 11235-0003 (718) 934-4500 « Fax (718) 332-4661 For detailed performance specs & shopping online see Mini-Circuits web site
A= The Design Engineers Search Engine Provides ACTUAL Data Instantly From MINI-CIRCUITS At: www.minicircuits.com
e

i IF/RF MICROWAVE COMPONENTS

m Mini-Cil‘CUits miniciEuits.cqm

REV. OR
ZHL-50W-63+
12/22/2017
Page 1 of 1



