Coaxial Low Pass Filter ZLFW-K6500+

Typical Performance Curves

INSERTION LOSS INSERTION LOSS (zoomed)
INPUT POWER = 0 dBm o INPUT POWER = 0 dBm
0 ——
10
4
20 =
S 30 % 8
[}
(%2} 1%}
2 g
g 4 g 12
E =
& 50 (.jD'S
2 z 16
60
70 20
0 5300 10600 15900 21200 26500 0 1000 2000 3000 4000 5000 6000 7000 8000 9000
FREQUENCY (MHz) FREQUENCY (MHz)
INPUT RETURN LOSS OUTPUT RETURN LOSS
0 INPUT POWER = 0 dBm 0 INPUT POWER = 0 dBm
5 . 5 v
o o
S 10 o 10
[}
(9] [
S 15 g 15
g g
2 20 g 20
& [
§ 25 'é 25
z 5
30 O 30
35 35
0 5300 10600 15900 21200 26500 0 5300 10600 15900 21200 26500
FREQUENCY (MHz) FREQUENCY (MHz)
GROUP DELAY
08 INPUT POWER = 0 dBm
0.6
2
3
o 04
[=]
o
2
e}
o
G 02
0.0
0 1700 3400 5100 6800 8500
FREQUENCY (MHz)
L Mini-Circuits minicifguits.com REV.OR
IS0 9001 ISO 14001 AS 9100 CERTIFIED . . L . ZLFW-K6500+
P.O. Box 350166, Brooklyn, New York 11235-0003 (718) 834-4500 = Fax (718) 332-4661 For detailed perf specs & g online sea Mini-Circuits web sita
o The Design Engineers Search Engine Provides ACTUAL Dala Instantly From MINI-CIRCUITS AL www.minicireuits.com 211119

IF/RF MICROWAVE COMPONENTS Page 1 of 1



