Low Noise Amplifier

ZRL-1150LN+

Typical Performance Curves

Gain Directivity
40 20
397 GAIN @ 12V 191 Directivity @ 12V
38 4 18 4
37 4 174
)
o 364 Z 164
ke 2
£ 351 2 154
3 B
O 34 £ 14
a
33 4 13 4
32 4 12 4
314 11 4
30 v v v r 10 v v v T
650 800 950 1100 1250 1400 650 800 950 1100 1250 1400
Frequency (MHz) Frequency (MHz)
VSWR @ 12V Noise Figure @ 12V
1.6 1.3
VSWR IN
1.2 4
1.5 4 m— m=\/SWR OUT
1.1 4
1.4 4 o
= g 104
ot ®
g 137 3 094
g / <
3 0.81
1.2 4 \ - / -g
-~ \ ./ ~ - / Z o074
N A b 4 \ _— N
— 0.6 4
1.0 T T T T 0.5 T T T T
650 800 950 1100 1250 1400 650 800 950 1100 1250 1400
Frequency (MHz) Frequency (MHz)
Pout at 1dB Compression @ 12V Output IP3 @ 12V
30 50
29 4 48 4
28 4 46 4
27 4 ;E; 44 4
E 261 | I
& - Sa2d
€] — fa
3 =
& 244 3 381
5
23 4 O 364
22 4 34 4
214 32 4
20 T T T T 30 T T T T
650 800 950 1100 1250 1400 650 800 950 1100 1250 1400
Frequency (MHz) Frequency (MHz)
Mini-Circuits
m ini- II'ClIItS minicirguits.com- REV. X2
IS0 8001 IS0 14001 AS 8700 CERTIFIED )

F.O. Boo 350166, Brooklyn, MNew York 11235-0003 (718) 834-4500 » Fax (718 332-4661 For detailed periormance specs & shopping onling saa Mini-Circuits web site ZRL-1150LN+

*_.}2 The Design Engineers Search Engine Frovides ACTUAL Data Instantly From MIN-CIRCUITS Al www minicircuits.com
crl

IFIRF MICROWAVE COMPONENTS

5/31/2011
Page 1 of 1



