Directional Coupler

ZUDC30-83-S+

Typical Performance Curves

Insertion Loss Coupling
0.7 32.0
0.6 315
31.0
@ 0.5 .
o 2 305
o 04 Z
S 2
p = 300
S 03 3
E=d o
5 O 295
2]
£ 02
29.0
0.1 285
0.0 T T T T T T T 28.0 T T T T T T T
0 1000 2000 3000 4000 5000 6000 7000 8000 0 1000 2000 3000 4000 5000 6000 7000 8000
Frequency (MHz) Frequency (MHz)
Directivity Return Loss
50 60
45 4 55
40 %0
45
35 @ 40 /\
) z \
T 30 4 @ 35 /r \/ lN N[ S S =N ) (4
2 25 4 S 30 I\ 7 2 = s \ ,\ \ A \ * ~
= - \ AT AR VW, W
o = 25 £l
8 20 1 2 \
e 15 & 20 Return Loss IN
15 e e Return Loss OUT
10 1 10
o = = = = Return Loss CPL
5 9 5
0 . . . . . . . 0 y y T y y y y
0 1000 2000 3000 4000 5000 6000 7000 8000 0 1000 ~ 2000 ~ 3000 ~ 4000 ~ 5000 6000 7000 8000
Frequency (MHz) Frequency (MHz)
- 4 - - ®
m MIIII-CII'CUItS minicirguits.com- REV. OR
ISO 9001 ISO 14001 AS 9100 CERTIFIED ZUDC30-83-S+
P.O. Box 350166, Brooklyn, New York 11235-0003 (718) 934-4500 « Fax (718) 332-4661 For detailed performance specs & shopping online see Mini-Circuits web site
Az The Design Engineers Search Engine Provides ACTUAL Data Instantly From MINI-CIRCUITS At: www.minicircuits.com 7/15/2021

IF/RF MICROWAVE COMPONENTS

Page 1 of 1



