Coaxial Amplifier
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Typical Performance Curves

GAIN @10V DIRECTIVITY @10V
30 100
28
26
80
24 o
) z
T 22 o
< 2 60
g 8
18 e
16 40
14
12 2
2 16 23 30 37 44 51 58 65 2 9 16 23 30 37 44 51 58 65
Frequency (GHz) Frequency (GHz)
VSWR @10V Pout @10V
26 24.0
VSWRIN eeeeee-- VSWR OUT Pout at 1dB Compression
2.4
210 Pout at Saturation
por_ee | 7T
22 — ~
£ 180 --“’\'\‘—
o 18 vy o
= 20 <2 ——rrSg
D P 51 el N
x \ 2 ~
18 y) 15.0
\ =1
1.6 o \
A ] Vo ON | 5o \
AR ] A A T v ©
14 \ y 7] 1
PN ’l v e \ [\' VA Vg 2.0
124, \ 7 \, Voo
P \ \ VI |
1.0 L 6.0
2 16 23 30 a7 44 51 58 65 2 9 16 23 30 37 44 51 58 65
Frequency (GHz) Frequency (GHz)
Noise Figure @ 10V Output IP3 @ 10V
10 40
9
35
8
g E
=2 30
g’ <
2 e
& 6 = 25
»n p=3
z 5 5
O 2
4
3 15
2 10
2 14 20 26 32 38 44 50 56 2 9 16 23 30 37 44 51 58 65
Frequency (GHz) Frequency (GHz)
- - - ; REV. OR
m MII‘II-CII’CI.IItS minicircuits.com- ZVA-02653GX+
IS0 9001 ISO 14001 AS 9100 CERTIFIED ﬁ :
P.O. Box 350166, Brookiyn, New York 11235-0003 (718) 834-4500 « Fax (718) 332-4661 For detailad performanca specs & shopping online sea Mini-Gircuits web site 10/26/2022

A=y The Design Engineers Search Engine Provides ACTUAL Data Instantly From MINI-CIRCUITS AL wwaw.minicircults.com

) IF/IRF MICROWAVE COMPONENTS

Page 1 of 1



