Amplifier ZX60-14012L+
Typical Performance Curves

Gain Directivity
15.0 0
14.5 4 14
Gain @ 12V Directivi 12v
14.0 24 v @
135 4 o 34
o =
g 1301 z 41
c =
g 12,54 § 54
12.0 4 5 1
11.54 74
11.0 4 84
10.5 4 94
10.0 T v v v v v 10 T v v v v v
0 2000 4000 6000 8000 10000 12000 14000 0 2000 4000 6000 8000 10000 12000 14000
Frequency (MHz) Frequency (MHz)
VSWR @ 12V Noise Figure @ 12V
10 10
94 VSWR IN 94
8 4 — m—\/S\WR OUT 8 4
79 % 7 4
<
x 6 £ 64
2 >
0 54 L 5 N
> (]
g (%] g
4 2 4
34 z 34
24 4
e — _— e e —— 2
14 14
0 v v v v v v 0 . . . . . .
0 2000 4000 6000 8000 10000 12000 14000 0 2000 4000 6000 8000 10000 12000 14000
Frequency (MHz) Frequency (MHz)
Pout at 1dB Compression @ 12V Output IP3 @ 12V
20 30
18 4 28 4
16 4 26 4
14 4 E% 24 4
,:ED 12 4 Z 2
o e
= 104 a 20 4
= =
o =1
o 84 8184
>
6 9 o 16 4
44 14 4
24 12 4
0 v v v v v v 10 T v v v v v
0 2000 4000 6000 8000 10000 12000 14000 0 2000 4000 6000 8000 10000 12000 14000
Frequency (MHz) Frequency (MHz)
REV. X1

ZX60-14012L+

[ Mini-Circuits’ 070716

Page1of 1
IF/RF MICROWAVE COMPONENTS e [SO 9001 ISO 14001 AS 9100 CERTIFIED (Y RoHS compliant
&,’m P.O. Box 350166, Brooklyn, New York 1 1235-0003 (718) 934-4500 Fax (7 18) 332-4661 minicircuits.com
P'mfk'"!‘."e The Design Engineers Search Engine finds the model you need, Instantly « For detailed performance specs & shopping online see Q



