Plug-In

Low Pass Filter

50Q

Maximum Ratings
Operating Temperature

DC to 270 MHz

-55°C to 100°C

Storage Temperature

-55°C to 100°C

Features
« rugged welded case, hermetic

« other standard and custom PLP models available with

wide selection of fco

Applications

« test equipment

« lab use

« transmitters/receivers

« military/hi-rel applications

PLP-300+
PLP-300

CASE STYLE: A01
PRICE: $13.70 ea. QTY (1-9)

+ RoHS compliant in accordance
with EU Directive (2002/95/EC)

The +Suffix identifies RoHS Compliance. See our web site
for RoHS Compliance methodologies and qualifications.

Low Pass Filter Electrical Specifications

RF Power Input 0.5W max.
Pin Connections
INPUT 1
OUTPUT 8
GROUND 2,3,45,6,7
CASE GROUND 2,3,45,6,7
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Typical Performance Data
Frequency Insertion Loss Return Loss Frequency Group Delay
(MHz) (dB) (dB) (MHz) (nsec)
X a
1.00 0.02 0.1 47.4 1.00 2.37
49.00 0.13 0.1 19.7 49.00 2.20
97.00 0.17 0.1 18.2 97.00 2.29
145.00 0.15 0.1 28.3 145.00 2.76
193.00 0.28 0.1 17.5 193.00 2.82
241.00 0.36 0.1 17.4 241.00 3.42
270.00 0.53 0.1 15.6 270.00 4.45
280.00 1.00 0.1 9.8 275.00 5.14
297.00 2.83 0.2 43 280.00 5.33
300.00 3.29 0.2 3.8 290.00 5.24
340.00 11.27 0.3 0.7 297.00 5.08
360.00 15.31 0.3 0.4 300.00 475
380.00 19.09 0.4 0.3 320.00 3.64
400.00 22.62 0.4 0.2 340.00 2.79
410.00 2431 0.4 0.2 350.00 2.49
450.00 30.64 0.6 0.1 360.00 1.91
490.00 36.51 0.9 0.1 380.00 1.79
520.00 40.88 12 0.1 400.00 1.15
530.00 42.34 13 0.1 410.00 0.98
540.00 43.72 13 0.1 450.00 0.88
550.00 45,07 15 0.1 480.00 0.70
700.00 66.82 5.7 0.1 490.00 1.16
864.00 71.78 6.6 0.1 500.00 0.43
960.00 76.06 6.9 0.1 520.00 211
1056.00 70.05 3.2 0.1 530.00 0.67
1110.00 73.87 7.7 0.1 540.00 0.65
1120.00 7231 5.1 0.1 550.00 0.63
1140.00 76.33 5.1 0.1 700.00 0.61
1150.00 72.33 35 0.1 800.00 0.59
1200.00 77.29 5.8 0.1 864.00 0.58
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