Plug-In

Power Splitter/Combiner

2 Way-90° 500

2 to 8 MHz

PSCQ-2-8+
PSCQ-2-8

Maximum Ratings Features
Operating Temperature -55°C to 100°C ¢ low insertion loss, 0.3 dB typ. CASE STYLE: A01
Storage Temperature _55°C to 100°C . Ihlgh |soI?ttlc:jn, 36de|’> typ. 05 4B PRICE: $56.45 ea. QTY.(1-9)
R ¢ low amplituae unbalance, 0. max. - 5

Power Input (as a splitter 50mW max. . !

but (as a splitter) « rugged shielded case + RoHS compliant in accordance
Internal Dissipation _ 0.125W max. with EU Directive (2002/95/EC)
Permanent damage may occur if any of these limits are exceeded.

) ) App"cations ;I'he;iusfﬁ():( idenl_tifies Rol—iﬁ ﬁolmp_liance.dSee FafL_Jr vt\{eb site
Pln COnnECtIOﬂS . modulators or RO ompliance methodologies and qualifications.
SUM PORT 1 e balanced amplifiers
PORT 1 (+90°) 2
PORT 2 (0°) 5 Electrical Specifications
GROUND 3,4,7,8

FREQ. ISOLATION INSERTION LOSS (dB) PHASE AMPLITUDE
CASE GROUND 34,78 RANGE (dB) Avg. of Coupled Outputs UNBALANCE UNBALANCE
NOT USED 6 (MHz) less 3dB (Degrees) (dB)
fi-fy Typ. Min. Typ. Max. Max. Max.
R R 2-8 36 27 03 0.7 6 0.5
Outline Drawing
ICL H
é&é?':.;”k/ Typical Performance Data
Frequency Insertion Loss Amplitude Isolation Phase VSWR VSWR VSWR
(MHz) (dB) Unbalance (dB) Unbalance S 1 2
TOP_VIEW (dB) (deg.)
S-1 S-2
R -— 5[¢K7TYP
I { 2.00 3.23 3.26 0.02 35.72 89.89 1.22 1.21 1.24
L] = 2.15 3.24 3.26 0.02 35.73 89.81 1.21 1.20 1.24
E/F | G 2.45 3.24 3.26 0.02 35.79 89.81 1.21 1.18 1.25
l & [y 2.75 3.24 3.26 0.02 35.79 90.03 1.20 1.16 1.26
> - - - J 3.20 3.24 3.26 0.02 35.75 90.59 1.20 1.13 1.27
A/B J/H—C/D 3.65 3.25 3.26 0.02 35.67 91.30 1.19 111 1.27
4.10 3.25 3.26 0.01 35.60 91.91 1.18 1.10 1.27
BOTIOM VIEW SIDE_VIEW 4.55 3.25 3.26 0.01 35.48 92.53 1.18 1.09 1.27
5.00 3.26 3.27 0.01 35.41 92.95 117 1.08 1.26
5.60 3.26 3.27 0.01 35.28 93.32 117 1.09 1.24
3 3 . . 6.20 3.26 3.29 0.02 35.21 93.36 1.17 1.09 1.23
Outline Dimensions (inch) 6.80 3.26 3.30 0.04 35.12 93.13 117 1.10 121
7.40 3.27 3.32 0.06 35.05 92.58 1.17 1.12 1.19
A B C D E F 7.85 3.27 3.33 0.06 35.00 91.99 1.17 1.13 1.18
770 .800 .385 .400 .370 .400 8.00 3.27 3.34 0.07 34.97 91.82 1.17 1.13 1.18
1966 20.32 9.78 10.16 940 10.16 PSCQ-2-8 PSCQ-2-8
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