
Surface mount Band Pass Filter BPF-F200+
Typical Performance Curves

0

20

40

60

80

100
0 200 400 600 800 1000 1200 1400 1600

IN
S

E
R

T
IO

N
 L

O
S

S
 (

d
B

)

FREQUENCY (MHz)

INSERTION LOSS vs. TEMPERATURE
INPUT POWER = 0 dBm

@-40°C

@+25˚C

@+85˚C

0

5

10

15

20

25

30

35

40
185 190 195 200 205 210 215

IN
P

U
T

 R
E

T
U

R
N

 L
O

S
S

 (
d

B
)

FREQUENCY  (MHz)

INPUT RETURN LOSS vs. TEMPERATURE
INPUT POWER = 0 dBm 

@-40°C

@+25˚C

@+85˚C

0

5

10

15

20

25

30

35

40
185 190 195 200 205 210 215

O
U

T
P

U
T

 R
E

T
U

R
N

 L
O

S
S

 (
d

B
)

FREQUENCY (MHz)

OUTPUT RETURN LOSS vs. TEMPERATURE
INPUT POWER = 0 dBm

@-40°C

@+25˚C

@+85˚C

0

10

20

30

40

50

60
180 185 190 195 200 205 210 215 220 225

IN
S

E
R

T
IO

N
 L

O
S

S
 (

d
B

)

FREQUENCY (MHz)

INSERTION LOSS vs. TEMPERATURE (Zoomed)
INPUT POWER = 0 dBm

@-40°C

@+25˚C

@+85˚C

70.0

75.0

80.0

85.0

90.0

95.0

100.0

105.0

110.0

115.0

120.0

190 192 194 196 198 200 202 204 206 208 210

G
R

O
U

P
 D

E
L

A
Y

 (
n

s)

FREQUENCY (MHz)

GROUP DELAY vs. TEMPERATURE
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